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TOPDEK WEATHERTUFF  FORTE ACRYLIC LOW SHEEN   

WHITE 0005 
 

Description:  A 100%  acrylic low sheen exterior finish particularly suited to fibro cement, 

brick, render, rough sawn timber, galvanised iron etc. This product is based on Dirtshield K1 

emulsion, which has exceptional dirt repelling capabilities. 

 

Properties:  Extremely durable.   Strong adhesion to substrate.  Undercoat not usually 

required.   Flexible low sheen finish. 

 

Uses:   External coating on walls, fences, pergolas, roofs, guttering & downpipes. 

 

Surface Preparation:     

Previously Painted Surfaces: 

Scrape off all loose or flaking paint; sand smooth and wash with detergent mixture; rinse off with 

clean water.  Fill where necessary with appropriate filler. 

 

Bare Timber:  Fill nail holes etc with appropriate filler and sand smooth.  Dressed timber should be 

sandpapered.  Apply two full coats of Weathertuff direct to the timber.  A third coat may be 

necessary on timber subject to excessive “tannin bleed”. 

 

New Masonry, Brick, Fibro, or Cement Render:  Fill holes with appropriate filler.  Wash down 

with water to remove all loose materials. If mould is present, wash with a solution of household 

bleach and rinse with clean water.  Apply two full coats of Weathertuff. 

 

Bare Galvanised Iron or Zincalume:       Degrease by thoroughly scrubbing with a nylon scourer 

and hot water detergent solution.  Rinse well with water.  When dry apply two coats of Weathertuff.  

NB  For locations within 1km of the coast or in salty environments it is advisable to first apply a coat 

of Topdek Galv-Iron Primer prior to two coats of  Weathertuff. 

 

Bare Steel, Wrought Iron etc:    Derust by sanding and scraping or by using a derusting solution.  

Apply one to two coats of Topdek Red Oxide or Grey Zinc Phosphate Primer, allow 24 hrs drying 

prior to two coats of Weathertuff.  

 

Thinning:    Not usually necessary but with water if required. 

 

Application:  Brush, roller or spray.  Do not paint in direct sunlight if temperature is 35 

degrees C or more; paint on the shady side.  In extremely hot conditions Weathertuff may be thinned 

up to 10% with water or applied to a dampened surface.  Do not paint if temperature is, or may fall 

below 10 degrees C.  Apply 2 full coats of Weathertuff over properly prepared surfaces. 

 

Spread Rate:  Up to 16 square metres per litre on smooth surfaces.  12-14 square metres on 

rough sawn timber or very porous surfaces. 

 

Drying Time:  At 24 degrees C and up to 50% relative humidity - Touch dry 20-30 minutes.   

Recoat after 2 hours.   

 

Clean-Up:  Wash equipment in water immediately after use.  Remove spills or spots 

immediately with a damp cloth. 

 

Standard Packaging:    1L, 2L, 4L, 10L 

 



 

 

 

 

Colour:   White, Pastel, Deep & Clear Bases.  All for tinting to numerous colours. 

                                        Factory manufactured colours:   Mission Brown, Jarrah, Doeskin,                  

                                                         Pinewood, Brunswick Green. 

   Other colours made to order. 
 

 

 

 

 

 

 

 

 

 

This information is drawn from data which at the time of printing is believed by Paint Industries Pty Ltd to be accurate.  

Information is provided in good faith and as a general guide to users of the product.  All persons using the product should 

enquire independently as to the suitability of the product for the end use and the application requirements for such use.  Paint 

Industries Pty Ltd has no control over conditions under which products are stored handled or used and any recommendations 

cannot be regarded as a legal warranty or liability. 


